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(57) ABSTRACT 

A cooling device including a heat-radiating device and a 
centrifugal pump provided in a closed circulation passage 
for circulating refrigerant. The centrifugal pump comes into 
contact with heat-generating electronic parts to absorb heat 
from the heat-generating electronic parts by the heat 
exchange of the refrigerant therein to radiate the heat via the 
heat-radiating device. A pump chamber of the centrifugal 
pump is defined by a combination of a plurality of casings, 
that is, an upper casing, a ring-shaped sealing member and 
a lower casing. A contacting Surface that comes in a Surface 
contact with the heat-generating electronic parts, and a 
recessed conical Surface that faces an impeller are formed in 
the lower casing of the casings that comes into a direct 
contact with the heat-generating electronic parts. A plurality 
of heat-radiating pins protruding toward the impeller is 
provided in a center portion of the recessed conical Surface. 
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FIG. 2 
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FIG. 9A 
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FIG. 12 

  



Patent Application Publication Jun. 8, 2006 Sheet 12 of 12 US 2006/0118278 A1 

FIG. 13A 

a 

  



US 2006/01 18278 A1 

COOLING DEVICE 

0001. This application is based on Japanese Patent Appli 
cation No. 2004-142032, which is incorporated herein by 
reference. 

BACKGROUND OF THE INVENTION 

0002) 1. Field of the Invention 
0003. The present invention relates to a cooling device 
for electronic parts, which cools heat-generating electronic 
parts Such as a microprocessor (hereinafter referred to as a 
CPU) installed in a housing by the circulation of refrigerant. 
0004 2. Description of the Related Art 
0005. In recent years, computer speed increases rapidly, 
and thus the clock frequency of the CPU becomes extremely 
large as compared to that of the old days. As a result, the 
amount of heat generated by the CPU increases consider 
ably, and thus the computer cannot be cooled sufficiently 
only by the air cooling of a heat sink, and it is indispensable 
to install a high-efficiency and high-output cooling device. 
As a result, a cooling device that circulates refrigerant to 
cool a board on which heat-generating electronic parts are 
mounted is proposed as the cooling device (see JP-A-7- 
142886). 
0006. Hereinafter, a related cooling device for electronic 
parts, which circulates refrigerant to cool the electronic 
parts, will be described. The cooling device shown in FIG. 
8 is a related cooling device for electronic parts in the related 
art (see JP-A-7-142886). The cooling device transfers the 
heat generated by the heat-generating parts to a metallic 
housing that is a heat-radiating portion, efficiently so as to 
cool the heat-generating members. FIG. 8 illustrates the 
structure of the related cooling device for an electronic 
apparatus. 

0007. In FIG. 8, a reference numeral 108 is a circuit 
board of an electronic apparatus, a reference numeral 109 is 
a keyboard, a reference numeral 110 is a semiconductor 
heating element, a reference numeral 111 is a disc device, a 
reference numeral 112 is a display device, a reference 
numeral 113 is a heat-receiving header that exchanges heat 
with the semiconductor heating element 110, a reference 
numeral 114 is a heat-radiating header for radiating heat, a 
reference numeral 115 is a flexible tube, and a reference 
numeral 116 is the metallic housing of the electronic appa 
ratuS. 

0008. The cooling device thermally connects the semi 
conductor heating element 110, which is a heat-generating 
member, with the metallic housing 116 via a heat transfer 
device having a flexible structure. The heat transfer device 
is constituted with the flat heat-receiving header 113 having 
a liquid passage attached to the semiconductor heating 
elements 110, the heat-radiating header 114 that is in contact 
with a wall of the metallic housing 116 having a liquid 
passage, and the flexible tube 115 that connects the heat 
receiving header 113 with the heat-radiating header 114. 
Also, the heat transfer device drives or circulates liquid that 
is enclosed in the heat transfer device between the heat 
receiving header 113 and the heat-radiating header 114 by 
using a liquid driving mechanism built in the heat-radiating 
header 114. As a result, the semiconductor heating elements 
110 and the heat-radiating header 114 can be easily con 
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nected with each other regardless of the arrangement of the 
parts, and heat is efficiently transferred by the driving of the 
liquid. Since the heat-radiating header 114 is thermally 
connected with the metallic housing 116, and the metallic 
housing 116 has high thermal conductivity, heat is dissipated 
widely throughout the metallic housing 116. 
0009. In addition, the present applicant proposed a turbo 
type pump, as a heat-receiving pump, which can circulate a 
large amount of refrigerant and comes into contact with the 
heat-generating members to exchange heat. Also, the appli 
cant proposed a technique in which a pump casing comes 
into close contact with heat-generating electronic parts to 
exchange heat (Japanese Patent Application No. 2003 
374136). 
0010 Further, a design to form a recessed conical surface 
by a casing of a water pump is registered. However, since the 
registered design evidently has no relation to a pump for a 
cooling device, the above registered design cannot be 
applied to a pump for a cooling device (see Japanese 
Registered Design Publication No. 775382). 
0011. In the cooling device according to JP-A-7-142886, 
when the thermal conductivity of the heat-receiving header 
113 is low, refrigerant cannot exchange heat with the heat 
generating members. Also, since the heat exchange basically 
depends on the material of the refrigerant, heat can be 
exchanged within a certain extent, and thus the cooling 
efficiency cannot be further improved. In addition, since the 
structure of the liquid driving mechanism becomes complex, 
and the flow rate of the refrigerant becomes small in a 
reciprocating pump and the like, there is a limitation in 
making the cooling device Smaller and in making the 
cooling device slimmer. 
0012. In addition, in the cooling device proposed by the 
applicant, it is possible to make the cooling device Smaller, 
and to make the cooling device slimmer, and to cool the 
heat-generating members at a high-efficiency. However, it is 
necessary to increase the thermal conduction in the pump 
casing structurally, and to increase the heat transfer from the 
pump casing to the refrigerant in order to further improve the 
cooling efficiency. Particularly, since it is necessary to 
Support an impeller of the pump in the vicinity of the Suction 
port of the turbo-type pump, it is structurally impossible to 
transfer heat in the vicinity of the suction port, and thus to 
transfer heat. Also, the shape of the related pump casing has 
too large thermal resistance for dissipating heat throughout 
the casing, and also the shape of the pump casing has too 
large thermal resistance for transferring heat to the flow of 
the refrigerant. 

SUMMARY OF THE INVENTION 

0013 An object of the present invention is to provide a 
high-efficiency cooling device having a centrifugal pump, 
which has a low thermal resistance and efficiently transfers 
heat to refrigerant and has a simplified shaft Supporting 
Structure. 

0014. The present invention provides a cooling device 
including a heat-radiating device and a centrifugal pump 
provided in a closed circulation passage for circulating 
refrigerant, in which the centrifugal pump comes into con 
tact with heat-generating electronic parts to absorb heat from 
the heat-generating electronic parts by the heat exchange of 
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the refrigerant therein to radiate the heat via the heat 
radiating device. The centrifugal pump comprises a lower 
casing that comes into contact with the heat-generating 
electronic parts, an upper casing disposed to face the lower 
casing to form a pump chamber, and an impeller sandwiched 
between the lower casing and the upper casing. A recessed 
conical Surface provided on the side of the lower casing 
facing the impeller, and a plurality of protrusions protruding 
toward the impeller is provided in the center portion of the 
recessed conical Surface. 

0.015 According to the cooling device of the present 
invention, the cooling efficiency can be improved by the 
centrifugal pump in the casing, which has a low thermal 
resistance and transfers heat to the refrigerant at high effi 
ciently and can simplify the shaft Supporting structure. 

BRIEF DESCRIPTION OF THE DRAWINGS 

0016 FIG. 1 is a perspective view of an electronic 
apparatus in which a cooling device according to a first 
embodiment of the present invention is provided; 
0017 FIG. 2 is a cross-sectional view of a centrifugal 
pump of the cooling device according to the first embodi 
ment of the present invention; 
0018 FIG. 3 is a front view of a ring-shaped sealing 
member of the centrifugal pump according to the first 
embodiment of the present invention: 
0019 FIG. 4 is a front view of a lower casing of the 
centrifugal pump according to the first embodiment of the 
present invention; 
0020 FIG. 5 is a cross-sectional view of the lower casing 
taken along the line V-V in FIG. 4; 
0021 FIG. 6 is a front view of the lower casing of the 
centrifugal pump according to a second embodiment of the 
present invention; 
0022 FIG. 7 is a cross-sectional view of the lower casing 
taken along the line VII-VII in FIG. 6; 
0023 FIG. 8 illustrates the structure of a related cooling 
device for an electronic apparatus; 
0024 FIGS. 9A and 9B are perspective views illustrat 
ing the outer shape of the centrifugal pump according to the 
first embodiment of the present invention; 
0025 FIG. 10 is an exploded perspective view of the 
centrifugal pump according to the first embodiment of the 
present invention; 
0026 FIG. 11 is a perspective view of the lower casing 
of the centrifugal pump according to the first embodiment of 
the present invention; 
0027 FIG. 12 is a perspective view of the ring-shaped 
sealing member of the centrifugal pump according to the 
first embodiment of the present invention; and 
0028 FIGS. 13A and 13B are perspective views of an 
impeller of the centrifugal pump according to the first 
embodiment of the present invention. 

DETAILED DESCIRPTION OF THE 
PREFERRED EMBODIMENTS 

0029. A first aspect of the present invention is a cooling 
device including a heat-radiating device and a centrifugal 
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pump provided in a closed circulation passage for circulat 
ing refrigerant, in which the centrifugal pump comes into 
contact with heat-generating electronic parts to absorb heat 
from the heat-generating electronic parts by the heat 
exchange of the refrigerant therein to radiate the heat via the 
heat-radiating device. The centrifugal pump comprises a 
lower casing that comes into contact with the heat-generat 
ing electronic parts, an upper casing that is disposed to face 
the lower casing to form a pump chamber, and an impeller 
that is sandwiched between the lower casing and the upper 
casing. A recessed conical Surface is provided on the side of 
the lower casing facing the impeller, and a plurality of 
protrusions protruding toward the impeller is provided in the 
center portion of the recessed conical surface. Since the 
center portion of the recessed conical Surface is close to the 
heat-generating electronic parts, the center portion of the 
recessed conical Surface is a small thermal resistance to 
easily absorb heat, and the recessed conical Surface faces the 
impeller and has an inclined Surface that increases in thick 
ness radially outward, heat can be easily transferred to the 
outside. 

0030) A second aspect of the present invention is a 
cooling device according to the first aspect, in which the 
recessed conical Surface of the lower casing is formed with 
a radially stepped portion, and the heat-radiating protrusions 
are provided to protrude from stepped surfaces of the 
stepped portion. Since the center portion of the recessed 
conical Surface is close to the heat-generating electronic 
parts, the center portion of the recessed conical surface has 
a small thermal resistance to easily absorb heat, and the 
recessed conical Surface is an inclined Surface having a 
stepped portion, the flow of the refrigerant is made turbulent 
easily, and the heat is transferred easily. 
0031. A third aspect of the present invention is a cooling 
device according to the first or second aspect, in which at 
least one of the heat-radiating protrusions Support a bearing 
of the impeller. The heat-radiating protrusions Support the 
bearing of the impeller in a thrust direction, and increase the 
contacting area so as to transfer more heat. 
0032. A fourth aspect of the present invention is a cooling 
device according to any one of the first to third aspects, in 
which the outermost heat-radiating protrusions face leading 
edges of blades of the impeller with a gap therebetween. 
Since the heat-radiating protrusions adjoin the leading edges 
of the blades of the impeller in the horizontal direction, the 
refrigerant can flow among the protrusions and absorb heat. 
0033. A fifth aspect of the present invention is a cooling 
device according to any one of the first, third and fourth 
aspects, in which the recessed conical Surface of the center 
portion from which the heat-radiating protrusions protrude, 
and the portion of the recessed conical Surface around the 
center portion form a conical Surface having Substantially 
the same slope angle. Since the Surfaces of the casings are 
Smoothly connected to each other, the pump performance 
and the heat conduction to the outer circumference of the 
casing from the heat-generating electronic parts are 
improved. 

0034. A sixth aspect of the present invention is a cooling 
device according to any one of the first to fifth aspects, in 
which the height of the heat-radiating protrusions decreases 
radially outward. Since the area of water flow in the pump 
chamber increases radially outward, the height of the lower 
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casing is required to be low so that the area of water flow 
inside the circumference of the recessed conical Surface is 
the same as that outside the circumference of the recessed 
conical Surface. Accordingly, since the height of the heat 
radiating protrusions is also low, flow velocity and thermal 
conductivity do not decrease. 

0035) A seventh aspect of the present invention is a 
cooling device including a heat-radiating device and a pump 
provided in a closed circulation passage for circulating 
refrigerant, in which the pump comes into contact with the 
heat-generating electronic parts to absorb heat from the 
heat-generating electronic parts by the heat exchange of the 
refrigerant to radiate the heat via the heat-radiating device. 
The cooling device comprises a pump chamber formed in 
the casing of the pump, an impeller provided in the pump 
chamber, and an inclined surface formed in the inner Surface 
of the pump chamber in which the pump chamber faces the 
impeller. Since the center portion of the inclined surface is 
close to the heat-generating electronic parts, and the center 
portion of the inclined surface has a small thermal resistance 
to easily absorb heat, and the inclined surface faces the 
impeller and is an inclined surface that increases in thickness 
radially outward, heat is easily transferred to the outside. 
0036) An eighth aspect of the present invention is a 
cooling device according to the seventh aspect, in which a 
plurality of protrusions protruding toward the impeller is 
provided on the inclined surface. Since the center portion of 
the inclined surface is close to the heat-generating electronic 
parts, the center portion of the inclined surface has a small 
thermal resistance to easily absorb heat, and the plurality of 
protrusions promotes the turbulence of the flow of the 
refrigerant, heat is easily transferred. 
0037. A ninth aspect of the present invention is a cooling 
device according to the seventh aspect, in which the inclined 
Surface is formed with a radially stepped portion, and the 
protrusions are provided to protrude from stepped Surfaces 
of the stepped portion. Since the center portion of the 
inclined Surface is close to the heat-generating electronic 
parts, the center portion of the inclined surface has a small 
thermal resistance to easily absorb heat, and the recessed 
conical Surface is an inclined surface having the stepped 
portion provided with the protrusions, the turbulence of the 
flow of the refrigerant is promoted and heat is easily 
transferred. 

First Embodiment 

0038 A centrifugal pump of a cooling device according 
to a first embodiment of the present invention will be 
described. The centrifugal pump of the first embodiment has 
a recessed conical Surface formed in a heat-receiving casing. 
FIG. 1 is a perspective view of an electronic apparatus in 
which the cooling device of the first embodiment according 
to the present invention is provided, FIG. 2 is a cross 
sectional view of the centrifugal pump of the cooling device 
according to the first embodiment of the present invention, 
FIG. 3 is a front view of a ring-shaped sealing member of 
the centrifugal pump according to the first embodiment of 
the present invention, FIG. 4 is a front view of a lower 
casing of the centrifugal pump according to the first embodi 
ment of the present invention, FIG. 5 is a cross-sectional 
view of the lower casing taken along the line V-V in FIG. 
4, FIGS. 9A and 9B are perspective views illustrating the 
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outer shape of the centrifugal pump according to the first 
embodiment of the present invention, FIG. 11 is a perspec 
tive view of the lower casing of the centrifugal pump 
according to the first Embodiment of the present invention, 
FIG. 12 is a perspective view of the ring-shaped sealing 
member of the centrifugal pump according to the first 
embodiment of the present invention, and FIGS. 13A and 
13B are perspective views of an impeller of the centrifugal 
pump according to the first embodiment of the present 
invention. 

0039. In FIG. 1, a reference numeral 1 is a housing of a 
notebook computer as an electronic apparatus on which the 
cooling device is mounted, a reference numeral 2 is a 
keyboard of the notebook computer, a reference numeral 3 
is a centrifugal pump that comes into contact with heat 
generating elements and exchanges heat with the heat 
generating elements to constitute the cooling device (here 
inafter referred to as a contact and heat-exchange type 
centrifugal pump), and a reference numeral 4 is heat 
generating electronic parts Such as a CPU that is usually a 
chip having a flat surface. A reference numeral 5 is a board 
on which the heat-generating parts 4 are mounted, a refer 
ence numeral 6 is a heat radiator that radiates to the outside 
the heat of refrigerant which is received from the heat 
generating electronic parts 4 provided at a rear Surface of a 
display of the notebook computer, and a reference numeral 
7 is a closed circulation passage that connects the centrifugal 
pump 3 with the heat radiator 4 and circulates the refriger 
ant. Meanwhile, it is preferable to use an aqueous solution 
of propylene glycol as the refrigerant, and it is also prefer 
able to add an anti-corrosion additive since the casing is 
made of copper or the like as described later. 

0040. The heat radiator 6 is made of a material that has 
a high thermal conductivity and an excellent heat-radiating 
property, for example, a thin plate material Such as copper or 
aluminum. The heat radiator 6 has a refrigerant passage and 
a reserve tank formed therein. Also, a fan may be provided 
to enhance a cooling effect that forces air to strike the heat 
radiator 6 so as to cool the heat radiator 6. The circulation 
passage 7 includes a tube made of rubber that is flexible and 
has a low gas permeability, for example, butyl rubber or the 
like in order to ensure the degree of freedom of piping 
layout. 

0041) Next, the internal structure of the contact and 
heat-exchange type centrifugal pump 3 will be described 
with reference to FIGS. 2 to 5, 9, 11 to 13. In FIG. 2, a 
reference numeral 11 is an open-type impeller of the cen 
trifugal pump 3, a reference numeral 11a is a main plate of 
the impeller 11, a reference numeral 12 is an is open-type 
blades of the impeller 11, and a reference numeral 13 is a 
magnet rotor provided along the outer circumference of the 
impeller 11. Although the impeller 11 may be provided 
separately from the magnet rotor 13, it is preferable to attract 
the impeller 11 to a portion corresponding to the magnet 
rotor 13 to form an integral impeller 11. The blades 12 of the 
impeller 11 have a protruding shape, and the protruding 
shape of the blades 12 of the impeller 11 has a complemen 
tary relation to the recessed shape of a lower casing 11, 
which will be described later. The pump of the first embodi 
ment has the following specification. The pump is 3 to 50 
mm in thickness, and 10 to 100 mm in radial typical 
dimension. The revolution speed of the pump is 1000 to 
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8000 rpm, the head of the pump is 0.5 to 10 m, and the 
specific speed of the pump is about 12 to 250 (unit: m, 
m/minute, rpm). 
0.042 A reference numeral 14 is a stator provided at the 
inner circumferential side of the magnet rotor 13, a reference 
numeral 15 is an upper casing for accommodating the 
impeller 11 and for converting kinetic energy, which is 
applied to fluid by the impeller 11, into pressure and leading 
it to a discharge port, a reference numeral 15a is a ring 
shaped fitting portion formed at the outer circumference of 
the upper casing 15, and a reference numeral 16 is a pump 
chamber for converting kinetic energy, which is applied by 
the open-type blades 12, into pressure and leading it to the 
discharge passage. Also, a reference numeral 17 is a ring 
shaped sealing member that fits with the upper casing 15 to 
form the pump chamber 16, and a reference numeral 18 is 
a lower casing, that is, a heat-receiving casing, which fits 
with the ring-shaped sealing member 17 and comes into 
contact with the heat-generating electronic parts 4, a refer 
ence numeral 19 is a Suction passage, and a reference 
numeral 19a is a suction port. Each of the upper casing 15 
and the ring-shaped sealing member 17 is integrally molded 
of resin such as polyphenylene sulfide (PPS) or polyphe 
nylene ether (PPE), and the upper casing 15 is fitted with the 
ring-shaped sealing member 17. 

0043 Meanwhile, as shown in FIGS. 2 and 3, the 
ring-shaped sealing member 17 of the first embodiment has 
the following structure. A reference numeral 17a is a shoul 
der that receives a conical thick portion 18a of the lower 
casing 18 and abuts and positions the top and side Surfaces 
of the conical thickportion 18a, and a reference numeral 17b 
is a water passage sealing member that is provided between 
the upper casing 15 and the lower casing 18 to cover a 
groove 18c, which will be described later, to separate the 
pump chamber 16 and the Suction passage 19 from each 
other. Also, a reference numeral 17c is a holding portion that 
protrudes in a ring-shape and fits with the upper casing 15. 
and a reference numeral 17d is a ring-shaped fitting portion 
that fits with the side surface of the conical thick portion 18a, 
and a reference numeral 17e is a communicating port that 
communicates the pump chamber 18, which is formed above 
the ring-shaped sealing member 17, with the discharge port 
50. The discharge port 50 extends parallel to the suction 
passage 19 as shown in FIGS. 2 and 9 radially from the 
pump chamber 16. In the first embodiment, although the 
discharge port 50 extends radially parallel to the suction 
passage 19 in order to make the whole arrangement of the 
cooling device compact and to prevent the degradation of 
pump characteristics, the present invention is not limited 
thereto. Also, the heights of the suction passage 19 and the 
discharge passage 50 from a contacting Surface 18d that 
comes into contact with the heat-generating electronic parts 
4 are different from each other. However, the present inven 
tion is not limited thereto. 

0044 Similarly, as shown in FIGS. 2 to 4, the lower 
casing 18 of the first embodiment is made of a metallic 
material, which has a high thermal conductivity and an 
excellent heat-radiating property, for example, copper, alu 
minum and the like, and has the following structure. A 
reference numeral 18a is a conical thick portion in which a 
recessed conical Surface is formed. The recessed conical 
surface forms the side surface of the pump chamber 16. A 
reference numeral 18b is a collar that is formed around the 
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conical thick portion 18a. The outer shape of the collar 18b 
may be rectangular or circular, not limited thereto. A refer 
ence numeral 18c is a groove that is formed in the conical 
thick portion 18a, and a reference numeral 18d is a contact 
ing Surface that comes into contact with the heat-generating 
electronic parts 4. As can be seen from FIGS. 2 and 4, the 
groove 18c is a portion whose tapered portion is opened 
from the water passage sealing member 17b at a location 
represented by a dotted line A (see FIG. 4). The contacting 
surface 18d of the bottom surface of the lower casing 18 has 
a complementary Surface, which can reliably come into 
contact with the Surfaces of the heat-generating electronic 
parts 4, in order to come into contact with the heat-gener 
ating electronic parts 4 and exchange heat with the heat 
generating electronic parts 4. Usually, the shapes of the 
contacting Surface 18d and the Surfaces of the heat-gener 
ating electronic parts 4 are flat. 
0045. The ring-shaped sealing member 17 is disposed 
between the upper casing 15 and the lower casing 18, and fits 
with the upper casing 15 and the lower casing 18. The upper 
portion of the groove 18c is covered with the water passage 
sealing member 17b to form the suction passage 19. In this 
case, the pump chamber 16 is also formed simultaneously. In 
addition, the fitting portion 15a fits with the side surface of 
the shoulder 17a of the ring-shaped sealing member 17, and 
comes into contact with the top surface of the collar 18b of 
the lower casing 18 to close the casing tightly, so that the 
respective casings are combined with each other to form the 
pump chamber 16. 
0046 Meanwhile, the first embodiment employs the cas 
ings made of the combination of resin and metal. This is 
because, when the casings are made of metal only, the 
rotation of the magnet rotor 13 causes an eddy current and 
thus the efficiency of the motor is degraded. That is, the 
stator 14 generates a rotating magnetic filed, and the rotating 
magnetic filed rotates the magnet rotor 13. The magnetic 
flux of the magnet rotor 13 varies with time in the pump 
casing, and the eddy current flows in Such a direction that 
hinders the variation of the magnetic flux, thereby causing 
the eddy current loss. Particularly, if the casings are made 
Smaller and slimmer by using copper, the efficiency of the 
motor is degraded considerably. However, in the first 
embodiment, the upper casing 15 and the ring-shaped seal 
ing member 17 are made of resin, so that the efficiency of the 
motor can be prevented from degrading, and also the 
decrease of the heat-radiating amount and the heat-radiating 
efficiency caused by the degradation of the motor efficiency 
can be prevented. 
0047. However, since the upper casing 15 and the ring 
shaped sealing member 17 are made of resin, and the lower 
casing 18 is made of metal, the difference in thermal 
expansion between the upper and lowered casings is induced 
when they exchange heat. Generally, since metal has a 
higher coefficient of thermal expansion than resin, the casing 
cannot be sealed tightly when the fitting portion 17d is not 
provided. However, in the first embodiment, since the fitting 
portion 17d is provided at the side of the conical thick 
portion 18a, if the temperature rises, the fitting portion 15a 
receives a force from the conical thick portion 18a to tightly 
close the casing, and thus the refrigerant does not leak while 
no excessive force exerts on screws, etc. directly. In addi 
tion, since the fitting portion 17d receives thermal expansion 
almost uniformly in the height direction on a cylindrical 
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inner Surface, the screws are loosened, and an air gap is 
formed between the contacting surface 18d and the heat 
generating electronic parts 4. Therefore, the area of heat 
transfer does not decrease, and the heat transfer between the 
heat-generating electronic parts 4 and the centrifugal pump 
3 is not hindered. 

0.048 Also, since the ring-shaped sealing member 17 is 
disposed between the upper casing 1S and the lower casing 
18, a portion of the suction passage 19 in the pump chamber 
16, which is difficult to be worked, can be constituted with 
the groove 18c and the separate ring-shaped sealing member 
17, and thus the lower casing 18 may be provided with the 
groove 18c. Therefore, it is easy to process the suction 
passage 19. In other words, since the ring-shaped sealing 
member 17, which has a complex shape, is integrally formed 
of a resin material, and the upper casing 15 is formed of a 
resin material to fit with the ring-shaped sealing member 17, 
it becomes extremely easy to process and assemble the 
ring-shaped sealing member 17 and the upper casing 15. 
Also, the suction port 19a can be easily provided in the 
center portion of the pump chamber 16, and the refrigerant 
can be led to the center portion of the pump chamber 16. It 
is preferable that the casing consist of three pieces in 
consideration of the assembling and the heat transfer as in 
the first embodiment. However, if required, each of the 
upper casing 15 and/or the lower casing 18, and the ring 
shaped sealing member 17 may be constituted with a plu 
rality of pieces. In this case, the degree of freedom of design 
can be increased. 

0049. Hereinafter, the shaft supporting structure of the 
impeller 11 will be described with reference to FIG. 2. In 
FIG. 2, a reference numeral 20 is a fixed shaft that is 
provided at the upper casing 15 and rotatably supports the 
impeller 11. The fixed shaft is integrally fixed to the upper 
casing 15 with resin. In addition, a reference numeral 21 is 
a bearing that is mounted on the fixed shaft 20 provided at 
the center of the impeller 11, and a reference numeral 21a is 
a receiving plate made of stainless, etc., that attaches the 
bearing 21 to the fixed shaft 20. The receiving plate 21a 
receives an axial thrust force during the rotation of the 
impeller 11 to prevent the wear of pins 24, which will be 
described later. A reference numeral 22 is a control board on 
which the motor unit with the magnet rotor 13 and the stator 
14 rotates the magnet rotor of an outer rotor. A reference 
numeral 23 is a sealing member Such as an O-ring for sealing 
the space among the upper casing 15, the lower casing 18 
and the ring-shaped sealing member 17. 
0050. Subsequently, the lower casing 18 according to the 

first embodiment of the present invention will be described 
with reference to FIGS. 2 to 5 and 11. A reference numeral 
24 represents a plurality of pins (heat-radiating protrusions 
of the present invention) that protrudes from the recessed 
conical Surface of the conical thick portion 18a, and a 
reference numeral 25 represents a plurality of dimples with 
hollows provided around the pins in the recessed conical 
surface of the conical thick portion 18a. The plurality of pins 
24 is provided around the center of the conical thick portion 
18a and in the groove 18c, and is formed to extend to the 
vicinity of the blades 12 of the impeller 11. The height of the 
pins 24 decreases radially outward. Therefore, the shape of 
the pump chamber 16 does not decrease the flow velocity of 
the refrigerant, and thus the flow rate and the thermal 
conductivity do not decrease. 
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0051. A dotted line A in FIG. 4 represents an area in 
which the water passage sealing member 17b covers the 
groove 18c. Therefore, a tapered portion before the dotted 
line A is opened to the suction port 19a in the center of the 
pump chamber 16, and communicates the Suction passage 
19, which is constituted with the groove 18e and the water 
passage sealing member 17b, with the pump chamber 16. 
The reason why the above portion is tapered is that the 
inflow direction becomes parallel to the contacting Surface 
18d. The pins 24 and the dimples 25 increase the surface 
area of the conical thick portion 18a, and make a boundary 
layer turbulent, thereby allowing the turbulent boundary 
layer to have a high thermal conductivity. In addition, it is 
necessary to provide the dimples 25 at the outer circumfer 
ence of the impeller 11 in order to prevent the leakage via a 
gap between the blades 12 and the conical thick portion 18a. 
0.052 Meanwhile, in the impeller 11 of the related cen 
trifugal pump 3, it is necessary to provide a bearing Sup 
porting structure in the center portion since an axial thrust 
force exerts. However, the bearing Supporting structure 
degrades the heat transfer in the vicinity of the suction port 
19a. In the first embodiment of the present invention, the 
pins 24, which extend as high as the receiving plate 21, are 
provided in the area represented by a dotted line B in FIG. 
4, and the pins 24 Support the lower end of the receiving 
plate 21a at a plurality of positions with the upper ends 
thereof. Thus, it is possible to eliminate the related bearing 
Supporting structure, and it is also possible to receive the 
axial thrust force as well as to transfer heat. The plurality of 
the pins 24 (three pins in the first embodiment) is arranged 
in the area represented by the dotted line B, at locations 
radially equidistant from the center of the shaft the impeller 
11. The pins 24 also make turbulent the flow of refrigerant 
that flows into the suction port 19a, and can transfer heat at 
high efficiency by virtue of the considerably increased 
Surface area. 

0053 FIG. 10 is an exploded perspective view of the 
centrifugal pump according to the first embodiment of the 
present invention. In assembling the centrifugal pump 3 
described above, first, the bearing 21 is rotatably fitted with 
the fixed shaft 20 integrally formed with the upper casing 15. 
and the impeller 11 is then inserted into the upper casing 15. 
Next, the water passage sealing member 17b of the ring 
shaped sealing member 17 is fitted with the lower casing 18, 
and the receiving plate 21 is sandwiched between the 
bearing 21 and the lower casing 18. Also, the space between 
the upper casing 15 and the lower casing 18 is sealed with 
the sealing member 23, and the ring-shaped sealing member 
17 and the lower casing 18 are fitted with the upper casing 
15. Thereafter, the stator 14 is press-fitted into the hollows 
of the upper casing 15 formed in the rear surface of the 
impeller 11. In addition, the control board 22 is provided on 
the stator 14 to control the electric current that flows into the 
stator 14. Then, the control board 22 of the upper casing 15 
is covered with a cover 51. 

0054 Hereinafter, the operation of the centrifugal pump 
of the cooling device according to the first embodiment will 
be described. The refrigerant flows through the suction 
passage 19, and flows into the center portion of the pump 
chamber 16 via the tapered portion of the groove 18c. 
Although it is difficult for the refrigerant to flow centrip 
etally, since the conical thick portion 18a is recessed toward 
the center portion at a certain slope angle or an angle along 
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the outer shape of the impeller 11, and the space of the 
suction port 19a is large, the refrigerant can flow into the 
center portion against relatively small resistance. In the 
present embodiment, the vertical angle is 125 degrees. In 
this case, the refrigerant increases the flow velocity thereof 
at the tapered portion, and is made turbulent by the pins 24. 
Also, since the center portion of the lower casing 18 has a 
Small thickness and a small thermal resistance, the heat from 
the heat-generating electronic parts 4 is easily transferred, 
and the pins 24 are concentrated in the center portion of the 
lower casing 18, the area of heat transfer is large, and the 
center portion of the lower casing 18 becomes a turbulent 
boundary layer. Therefore, the synergy effect makes the 
center portion receive the heat at high efficiency. 
0.055 Since the recessed conical surface of the lower 
casing 18 elevates in a straight-line along the outer shape of 
the blades 12 of the impeller 11 as the recessed conical 
Surface goes radially outward, heat does not take a long way 
when the heat is transferred. Also, since inflow edges 
(leading edges) 52 of the blades are disposed at regular 
intervals of 0.5 to 2 mm outside the outermost pins 24, and 
the impeller 11 rotates to overlap the height direction of the 
pins 24, the refrigerant that has passed through the gaps 
between the pins 24 flows into the blades 12 of the impeller 
11 directly, the fluid resistance is small and the efficiency of 
the pump improves. 

0056. In addition, the recessed conical surface of the 
conical thick portion 18a has an angle (gradient) that is 
inclined to have a complementary shape to the shape of the 
blades 12 of the impeller 11 in order to increase the pressure 
of the refrigerant that flows into the recessed conical surface 
by the pumping operation in the center portion from which 
the heat-radiating protrusions 24 protrude, and in the portion 
around the center portion, and in order to lead the refrigerant 
to the communicating port 17e that extends to the discharge 
passage 50 of the centrifugal pump 3, and forms a continu 
ous conical Surface along the outer shape of the impeller 11. 
Therefore, the efficiency of the pump can be improved. That 
is, since it is easy for the refrigerant, which has passed 
through the gaps among the pins 24, to flow to the blades 12, 
the refrigerant can flow as far as the bases of the highest 
temperature pins 24, and the heat transferred to the lower 
casing 18 can be transferred to the refrigerant in a large 
amount. 

0057 Meanwhile, in the first embodiment, the recessed 
portion of the conical thick portion 18a forms a conical 
Surface. However, the recessed portion may form a spherical 
Surface. 

0.058. In addition, in the first embodiment, the cooling 
device is applied to a notebook computer. However, the 
present invention is not limited thereto, and the cooling 
device can be applied to any electronic apparatus that uses 
heat-generating electronic parts such as a desktop computer, 
a projector or a display device, and that requires the cooling 
thereof. 

Second Embodiment 

0059 A centrifugal pump according to a second embodi 
ment of the present invention will be described. In the 
centrifugal pump of the second embodiment, the center 
portion of the recessed portion of a heat-receiving casing is 
formed with tiny steps. FIG. 6 is a front view of a lower 
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casing of the centrifugal pump according to the second 
embodiment of the present invention, and FIG. 7 is a 
cross-sectional view of the lower casing taken along the line 
VII-VII in FIG. 6. Since the centrifugal pump of the second 
embodiment has basically the same structure as that of the 
first embodiment, FIGS. 1 to 3 will be referred. Members 
having the same reference numeral as those of the first 
embodiment have basically the same function and property 
as those in the first embodiment, and the detailed description 
thereofs will be omitted herein. 

0060. In FIGS. 6 and 7, a reference numeral 26 repre 
sents a stepped portion that is formed in a recessed conical 
surface of a conical thick portion 18a. A plurality of the 
stepped portions 26 are provided radially and the height of 
the stepped portions increases as they are away from the 
center shaft of an impeller 11, thereby forming the stepped 
shape. Each stepped portion 26 forms a ring shape and pins 
24 protrude from the top of the stepped portions 26. Mean 
while, similar to the first embodiment, dimples 25 are 
provided outside the stepped portion 26 in the recessed 
conical Surface. 

0061 The operation of the centrifugal pump of the sec 
ond embodiment is basically the same as that of the first 
embodiment. Refrigerant flows into a suction port 19a 
through a suction passage 19 Surrounded by a ring-shaped 
sealing member and a groove 18c of a lower casing 18. The 
conical thick portion 18a is recessed along the outer shape 
of the impeller 11 toward the suction port 19a from a 
communicating port 17e, and a large space exists in the 
center portion of the suction port 19a, so that the refrigerant 
can flow into the suction port 19a against relatively small 
resistance. In this case, since the second embodiment has the 
stepped portion 26 provided in the suction port 19a, the 
refrigerant collides with the plurality of pins 24 so as to split, 
and then collides with a first stepped portion 26 so as to be 
in a stirred state. Then the refrigerant becomes more turbu 
lent by the pins 24 and the stepped portion 26 at the next 
stage. Therefore, heat can be exchanged at high efficiency as 
a whole. 

0062 Since the thickness of the center portion of the 
lower casing 18 is Small, the heat from the heat-generating 
electronic parts 4 is easily transferred, and the pins are 
concentrated in the center portion of the lower casing, the 
area of heat transfer to the refrigerant can be increased. With 
the above structure, the thermal conduction of the lower 
casing 18 is large, and the pins 24 and the stepped portion 
26 easily form a turbulent boundary layer, and the area of 
heat transfer is also large. Thus, the synergy effect can make 
the center portion of the lower casing 18 receive heat at high 
efficiency. 
0063. The present invention can be applied to the cooling 
device for electronic parts, which cools the heat-generating 
electronic parts by the circulation of the refrigerant. 

What is claimed is: 
1. A cooling device comprising: 
a heat-radiating device and a centrifugal pump provided 

in a closed circulation passage for circulating refriger 
ant, 

wherein the centrifugal pump coming into contact with 
heat-generating electronic parts to absorb heat from the 
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heat-generating electronic parts by the heat exchange of 
the refrigerant therein to radiate the heat via the heat 
radiating device, 

wherein the centrifugal pump includes: 
a lower casing that comes into contact with the heat 

generating electronic parts; 
an upper casing disposed to face the lower casing to 

form a pump chamber, and 
an impeller sandwiched between the upper casing and 

the lower casing, and 
wherein the lower casing has a smaller thickness at its 

portion facing a rotary shaft of the impeller than its 
portion facing the outer circumference of the impeller. 

2. The cooling device according to claim 1, wherein the 
Surface of the lower casing that faces the impeller has a 
recessed conical Surface. 

3. The cooling device according to claim 2, wherein a 
plurality of protrusions protruding toward the impeller is 
provided in a center portion of the recessed conical Surface 
of the lower casing. 

4. The cooling device according to claim 2, wherein at 
least one of the protrusions Support a bearing of the impeller. 

5. The cooling device according to claim 2, wherein the 
outermost protrusions of the protrusions face inner circum 
ferential edges of blades of the impeller with a certain gap 
therebetween. 

6. The cooling device according to claim 2, wherein the 
recessed conical surface of the center portion from which the 
heat-radiating protrusions protrudes, and the portion of the 
recessed conical Surface around the center portion form a 
conical Surface having Substantially the same slope angle. 

7. The cooling device according to claim 2, wherein the 
height of the protrusions decreases radially outward. 

8. The cooling device according to claim 2, 
wherein the recessed conical Surface of the lower casing 

is formed with a radially stepped portion, and 
wherein the protrusions are provided to protrude from 

stepped Surfaces of the stepped portion. 
9. The cooling device according to claim 8, wherein at 

least one of the protrusions Supports the bearing of the 
impeller. 

10. The cooling device according to claim 8, wherein the 
outermost protrusions of the protrusions face inner circum 
ferential edges of the blades of the impeller with a certain 
gap therebetween. 

11. The cooling device according to claim 8, wherein the 
height of the protrusions decreases radially outward. 

12. A cooling device comprising: 
a heat-radiating device and a centrifugal pump provided 

in a closed circulation passage for circulating refriger 
ant, 

a pump chamber formed in the casing of the pump; 
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an impeller provided in the pump chamber, and 
an inclined surface formed in the inner surface of the 
pump chamber in which the pump chamber faces the 
impeller, 

wherein the centrifugal pump comes into contact with 
heat-generating electronic parts to absorb heat from the 
heat-generating electronic parts by the heat exchange of 
the refrigerant therein to radiate the heat via the heat 
radiating device. 

13. The cooling device according to claim 12, wherein a 
plurality of protrusions protruding toward the impeller is 
provided on the inclined surface. 

14. The cooling device according to claim 12, 
wherein the inclined surface is formed with a radially 

stepped portion, and 
wherein the protrusions are provided to protrude from 

stepped Surfaces of the stepped portion. 
15. A cooling device comprising: 
a heat-radiating device and a centrifugal pump provided 

in a closed circulation passage for circulating refriger 
ant, 

wherein the centrifugal pump comes into contact with 
heat-generating electronic parts to absorb heat from the 
heat-generating electronic parts by the heat exchange of 
the refrigerant to radiates the heat via the heat-radiating 
device, 

wherein the centrifugal pump includes: 
a first casing having a heat-receiving Surface that comes 

into contact with the heat-generating electronic parts 
and receives heat; 

a second casing fitted with the first casing and sand 
wiches an impeller between the first casing and the 
Second casing; and 

a sealing member sandwiched between the first casing 
and the second casing to form a pump chamber, and 

wherein a recessed conical Surface is formed on the side 
of the first casing facing the impeller. 

16. The cooling device according to claim 15, 
wherein the first casing is made of metal, and 
wherein the second casing and the sealing member are 
made of resin. 

17. The cooling device according to claim 15, 
wherein a groove is formed in the recessed conical Surface 

of the first casing, and 
wherein the sealing member has a water passage sealing 
member that covers the groove. 


